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Basins and
Lifting Stations

1900 x 600

1600 x 600

1300 x 600

700 x 600

NO need to build concrete manholes. Can be installed 
and operational in less than one hour. Ideal for residential, 
commercial and industrial applications.

Gray is for medium duty and is not for use with pumps. 
Green is for heavy duty and perfect for use with pumps.

Applications:
Pump Stations  •  Cable ducts   •  Rising Mains  •  Grey Water  •  Storm Water Transfers  •  Lifting Stations 
and more.

Features:
•	 Durable polypropylene basin and lid.
•	 Wide range of basins, 700mm up to 2m deep 
•	 Additional risers of 150mm per riser can be added
•	 Screens can also be built into the basin in a full 

round screen or a half round. 
•	 Anti-flotation system - Ribbed construction ensures 

that basins do not get pushed out of the ground
•	 Screw-down lid with gasket

•	 Inlet and outlet holes can be cut on site according to 
the height required.

•	 Trap can be installed inside basin
•	 Rubber grommets for 50mm, 75mm en 110mm 

pipes ensures tight seals with no leakages. (sold 
separately)

•	 Add any Zoeller pumps to 
convert a basic basin into a 
lifting station.

•	 Stackable on one 
another – save floor 
space.
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Pump to 
municipal 
sewer

Collect sewage with no gravity to 
municipal sewer

Lifting station

Pump to 
water tank
above ground

Collect 
rain- and 
grey 
water

Pump to 
irrigation system

Collect Rain Water 
from the roof

Pump to grey 
water system

Lifting Stations removes water from 
areas with no gravity flow.

Features:
•	 Fitted with cast iron pump
•	 Wide range of pumps available, from  

dewatering to 50mm solids handling. Any Zoeller 		
pumps fits inside.

•	 Automatic pumps (with built-in float switch), or 		
non-automatic (no float switch)

•	 Screw-down lid with gasket
•	 Preassembled options available for easy  

installation
•	 No inlet filters or screens to clean
•	 Trap can be installed inside basin
•	 Sewage basins are watertight and gas-tight when 

properly installed.
•	 Designed to accommodate 50mm, 

75mm en 110mm pipes and vents
•	 Use with the Zoeller Quick 

Disconnect to easily install or 
remove your pump from a sump.

•	 Rail systems optional

Applications:
•	 Sewage lifting stations
•	 Dewatering
•	 Lifting grey water or rain water into surface tanks
•	 Storm water transfer

•	 Rain water harvesting
•	 Drainage
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